blackbox

M1-DMR Radio Specifications

General

Frequency Range

Channel Capacity
Channel Spacing
Frequency Stability
Operating Temperature
Antenna Impedance
Operating Voltage
Dimensions (HxWxD)

Weight (With Antenna & Battery)

Battery

Receiver

Sensitivity

Adjacent Channel Selectivity
Intermodulation

Spurious Response Rejection
Hum and Noise

Conducted Spurious Emission

Audio Response

Audio Output Power

Transmitter

RF Power

Modulation Limiting
Conducted/Radiated Emission
Adjacent Channel Power
Audio Response

Audio Distortion

Frequency Stability

FM Modulation

4F SK Digital Modulation

Digital Vocoder Type

Digital Protocol

VHF: 136~174 MHz
UHF: 450-470 MHz

1024 (64 Zonesx16 Channels)
25kHz/12.5kHz

+1.5ppm

-25C~+55T

500

7.5V

4.1%x2.36%1.38 Inches

7.9 oz

1600mAh

Analog SINAD: 0.22pV/ Digital 5%BER: 0.22uV
60dB@12.5kHz/70dB@25kHz

65dB

70dB

-40dB@12.5kHz/-45dB@25kHz

<-57dBm

+1~-3dB

0.8W

UHF High Power:4W / Low Power:1W
VHF High Power:5W / Low Power:1W

<2.5kHz@12.5kHz/<5.0kHz@25kHz
<-36dBm(<1GHz)/-30dBm(>1GHz)
60dB@12.5kHz/70dB@25kHz
+1~-3dB

<3%

+1.5ppm

25kHz:16KPF3E / 12.5kHZz: 11K®F3E

12.5kHz Data: 7K60F 1D and 7K60F XD
12.5kHz Voice: 7TK6OF1E and 7K60FXE
12.5kHz Voice & Data: 7K60F1W

AMBE+2™
ETSI TS 102 361-1,-2,-3






